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CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH STANDARDS BOARD 
 
 

PROPOSED STATE STANDARD, 
TITLE 8, CHAPTER 4 

Amend Section 3291(f)(1) to read: 
 
§3291.  Special Design Considerations – Permanent Roof Top Installations 
 

*    *    *    * 
 

(f) Roof Tie-backs. 
(1) Every building constructed 3 stories or 36 feet or more in height, shall have eyebolts or 

other permanent devices installed at the roof level for the purpose of securing or tying back 
suspended scaffold hooks or clamps and safety lines. 
EXCEPTIONS: 
1.  Roof tie-backs are not required on buildings employing other acceptable means of 
permanently installed roof top maintenance systems specified in this Article or Article 6. 
2.  Eyebolts for roof tie-backs are not required on buildings that are constructed either up to 4 
stories or that are 48 feet in height when building maintenance can be accomplished using 
extension tools, ladders, approved ground equipment such as scaffolds, or aerial devices 
designed and used for positioning personnel. 
 

*    *    *    * 
 
NOTE:  Authority cited:  Section 142.3, Labor Code.  Reference:  Section 142.3, Labor Code; and 
Section 18943(b), Health and Safety Code. 
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